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SOUND ATTENUATION SCREW

INSTALLATION
   INSTRUCTIONS

Specifically designed for use with Quieture sound absorption panels

WALL & CEILING INSTALLATION 
&OVER EXISTING DRYWALL

QUIETURE SOUND ATTENUATION SCREWS increase Quieture sound panels STC levels by up to 10%

▪ The provided depth setter drives each Quieture 
Sound Attenuation Screw into the panel until it cams 
out at the perfect depth—no throttle finesse required.

REQUIRED TOOLS & HARDWARE

IMPACT BIT & 
DEPTH SETTER

6 X 1/4” SOUND 
ATTENUATION SCREWS1.

2.

SCREWDRIVER3.

1. ATTACHING THE QUIETURE
 SOUNDBOARD PANELS

▪ Place screws 2” to 3” from the top and bottom of 
each panel, then follow a 12” to 16” on-center pattern 
around the panel (see figure 2 & 3). 

▪ At vertical butt joints, use a single fastener to secure 
both panels to the wall. (I think I’m supposed to 
provide more details re. this here)

2. SEALING THE GAPS 
▪ Taping: Use a minimum 2” wide tape to cover all 

seams in the Quieture panels.
▪ Caulking: Use an acoustic rated caulk or sealant 

around all perimeter edges of the wall, windows, 
doors, outlets, or any other penetrations.  
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